
Cantilever lift DH-LKG.05 500 Kg  



APPLICATION DH-LKG.05

Flat platform, specially designed for gas bottles
The DH-LKG.05 is a robust cantilever lift, designed for the distribution of gas bottles . It is 
equipped with a flat platform to give maximum stability to the gas bottles while lifting / 
lowering, and is available with various types of safety rails, that allow to secure the bottles in 
vertical position. 
In order to keep the operation as simple as possible, the platform is opened / closed by hand, 
supported by powerful torsion springs. The reinforced steel platform offers 925 x 1100 mm 
useful loading space, and allows to handle multiple bottles during any lift / lowering cycle, up 
to max. 500 kg safe working load.
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CHARACTERISTICS DH-LKG.05

PLATFORM
• Robust steel platform with a fixed leading edge
• Standard platform dimensions 925x1100 mm (HxW). Other dimensions available on request
FUNCTIONAL & MECHANICAL CHARACTERISTICS
• Flat platform, level ride
• Manual opening and closing of the platform, assisted by powerful torsion springs
• Fixed stabiliser rods, platform orientation is only adjustable during installation
HYDRAULICAL CHARACTERISTICS
• 1 centrally mounted lift cylinder
• Electrical safety valves on all cylinders
• Manual emergency operation on all electrovalves
• Cylinder piston rods in hard-chromed stainless steel
• Cylinder(s) equipped with rubber gaitors
• Robust pump unit 12V or 24V DC mounted at the side of the lift frame
ELECTRICAL CHARACTERISTICS
• Electrical controls without sensitive electronic components
• Electric motor with thermal cut-out fuse
FITTING
• Bolt-on mounting plates for quick and easy fitting [OAM010]
• Rectangular rotating bumper bar on the lift arms available as an option [OAF133]
FINISH & MAINTENANCE
• Low-maintenance bearings in all articulation points, plus grease nipples
• Lift frame in hot-dip zinc plated or "galvanised" finish. Best possible protection against corrosion 

[OAT104].

Disclaimer: data and images of lifts and options are indicative, and may vary in function of the lift execution and vehicle details. Ask confirmation 
from DHOLLANDIA.
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TECHNICAL CHARACTERISTICS DH-LKG.05
Lift frame 120 x 120 mm
Cylinders 1 central lift cylinder + 2 fixed stabilisers
Type of ride Flat platform, level ride
Platform material Steel
Standard platform dimensions -  925 x 1100 mm (L x W) 

-  Other dimensions on request
Lift arm lengths 1000 mm
Lift arm widths 350 mm
Standard control unit OAE015 Fixed 2-button exterior control box
Standard finish of the lift frame Hot-dip zinc plated finish [OAT104]

MOUNTING DIMENSIONS DH-LKG.05
larm 1000
K max. 1490
C max. 730
C min. 400
CO max. 760
M at C max. 760
M at C min. 975
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MAIN OPTIONS DH-LKG.05

OAE001 - 2-button wander lead with 
spiral cable

OAE012.PR - 2-button control (principal 
control)

OAE030.BT.1 - Controls + battery switch 
+ turn switch

OAE041.BP.1 - Arctic controls + E2012 
+ push button

OAF133 - Rectangular bumper bar 
mounted to the lift arms (profile)

OAP206.L - 1 fixed side safety rail L side 
on DH-LKG platform

OAP206.R - 1 fixed safety rail R on 
DH-LKG platform

OAP207 - 3-side safety rail for DH-LKG 
platform

OAP420 - DH-L* platform without lock 
(on client's request)

OAP422.L - 1 standard lock on L-side of 
steel platform

OAP422.R - 1 standard lock on R-side of 
steel platform

OAT020 - Reflecting platform flags type 
TÜV
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MAIN OPTIONS DH-LKG.05

OAT023 - Reflecting platform flags type 
Export Red
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