
Hydraulic ramp DH-ACH.10.01 500 - 1000 Kg  



APPLICATION DH-ACH.10.01

Light hydraulic ramp with aluminium platform
The DH-ACH.10.01 is a light-weight hydraulic ramp  with aluminium platform and superior 
aesthetic finish. As the closing mechanism is incorporated in 2 columns mounted in the door 
aperture of the vehicle body, no parts of the closing mechanism (springs, cylinders,...) are 
visible from the outside.
The DH-ACH.10.01 is traditionally used for the transport of horses or other animals. More 
recently, it is also being used for other applications, such as the collection of waste bins, the 
transport of garden equipment (small tractors, lawn mowers, etc.)

For the transport of live animals, columns made of stainless steel are available [option 
OAT130].
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CHARACTERISTICS DH-ACH.10.01

PLATFORM
• Light-weight aluminium platform with anti-slip surface
• DH-L* platform without lock (on client's request) [OAP420]
FUNCTIONAL & MECHANICAL CHARACTERISTICS
• Opening and closing by means of 2 tilt cylinders in 2 vertical steel columns, mounted at the left and 

right side in the door aperture, and a steel rope connection to the platform
• Very neat and handsome finish: no technical parts of the closure mechanism (springs, cylinders,...) 

are visible from the outside
• Also often used as podium for demonstration or hospitality vehicles (e.g. mounted at the side)
HYDRAULICAL CHARACTERISTICS
• Robust pump unit 12V or 24V DC, supplied loose for mounting on the vehicle chassis
• Cylinder piston rods in hard-chromed stainless steel
ELECTRICAL CHARACTERISTICS
• Exterior control box with main battery isolator switch and removable key [OAE030.BT.0]
• Electrical controls without sensitive electronic components
• Safe exterior controls with compulsory 2-hand operation
• Electric motor with thermal cut-out fuse
FITTING
• 3 hinges for mounting of the platform to the vehicle floor
FINISH & MAINTENANCE
• Lift frame in Protection PLUS finish (zinc phosphate + KTL epoxy primer + polyester powder top 

coat)
• Alu platform or platform sections in natural finish

Disclaimer: data and images of lifts and options are indicative, and may vary in function of the lift execution and vehicle details. Ask confirmation 
from DHOLLANDIA.
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TECHNICAL CHARACTERISTICS DH-ACH.10.01
Lift frame 2 vertical columns of 90 x 90 mm, mounted in the door 

aperture, against the frame of the body
Cylinders 2 cylinders (1 in each column)
Platform material -  Aluminium, natural mill finish 

-  3 hinge blocks, to be welded or bolted to the rear cross 
member of the vehicle floor

Outboard platform edge -  Blunt, square leading edge [standard] 
-  Sharp, pointy leading edge as option [OAP810.1]

Standard platform depths -  2000 - 2500 mm 
-  Other depths available on request [OAP302.A]

Standard platform widths Variable in steps of 5 mm
Standard control unit OAE030.BT
Standard finish of the lift frame Protection PLUS [OAT102]

MOUNTING DIMENSIONS DH-ACH.10.01
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MAIN OPTIONS DH-ACH.10.01

OAE001 - 2-button wander lead with 
spiral cable

OAE031.Z.0 - 3+1 button exterior 
control box without main battery 
isolator switch

OAE038.A - Main battery isolator switch 
with demountable key

OAH800 - Price deduction shared power 
pack

OAP302.A - Extension of the ALUMINIUM 
platform per 10 cm

OAP420 - DH-L* platform without lock 
(on client's request)

OAP421.L - 1 standard lock on L-side of 
aluminium platform

OAP421.R - 1 standard lock on R-side of 
aluminium platform

OAP806.F - Full anti-slip milling on alu 
platform

OAP809.0 - Platform with tube-shaped 
leading edge - standard

OAP810.1 - Platform with pointy leading 
edge - option

OAT130 - Columns AC of stainless steel
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MAIN OPTIONS DH-ACH.10.01

OAT001 - Kit rubber platform seals - 4 
sides - high

OAT003 - Kit rubber platform seals - 3 
sides - low

OAU805 - Suppl. DH-ACH.10.04 DA with 
horizontal cylinders

OAU806 - Suppl. DH-ACH.10.03 DA with 
vertical cylinders
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