
Manual ramp DH-AM.25 1000 - 2500 Kg  



APPLICATION DH-AM.25

Easy-to-use manual ramp with aluminium platform
The DH-AM is a light-weight yet robust manual ramp , equipped with a full aluminium 
platform. The opening and closing of the platform is reinforced by powerful torsion bars, 
invisibly incorporated inside the platform. Depending on platform size, these torsion bars can 
be assisted by gas cylinders mounted on the rear face of the platform.

The DH-AM is available in various executions:

• Full-width platform, forming the complete closure of the body aperture
• Half-width platform, leaving the access through the other door completely free
• Single-piece platform, or longer foldable platform [option OAP808.1]
• Body-kit replacing the rear vehicle doors on factory built panel vans [option OAT200...]. 

This solution is popular in combination with a height-adjustable air-suspension.

The DH-AM can be mounted at the rear or side doors of a wide variety of commercial vehicles.

This manual ramp can be used for a wide array of different applications and forms a 
light-weight and simplified alternative for hydraulically driven ramps or genuine tail lifts.
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CHARACTERISTICS DH-AM.25

PLATFORM
• Aluminium platform with profiles oriented in longitudinal direction [type V...]
FUNCTIONAL & MECHANICAL CHARACTERISTICS
• Manual opening and closing of the platform, assisted by powerful torsion springs
HYDRAULICAL CHARACTERISTICS
• No pump unit, no batteries required.
FINISH & MAINTENANCE
• Alu platform or platform sections in natural finish

Disclaimer: data and images of lifts and options are indicative, and may vary in function of the lift execution and vehicle details. Ask confirmation 
from DHOLLANDIA.
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TECHNICAL CHARACTERISTICS DH-AM.25
Lift frame 2 heavy duty hinges mounted on the left and right side of the 

door aperture
Cylinders None. Manual opening & closing of the platform reinforced by 

powerfull torsion springs
Platform material Aluminium, natural mill finish
Outboard platform edge Sharp fixed leading edge [OAP810.0]
Standard platform depths -  2000 mm 

-  Other depths available on request [OAP302.A] 
-  Foldable platform available [OAP808.01]

Standard platform widths -  Variable per increments of 5 mm 
-  Half-width platform < 1300 mm [OAP807]

MOUNTING DIMENSIONS DH-AM.25
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MAIN OPTIONS DH-AM.25

OAP302.A - Extension of the ALUMINIUM 
platform per 10 cm

OAP424.LR - 2 reinforced locks on ALU 
platform L+R

OAP433 - Central locking system for 
DH-AM platform

OAP803.LR - Platform DH-AM + 2 
handles L+R

OAP803.Z - Platform DH-AM without 
handle

OAP806.F - Full anti-slip milling on alu 
platform

OAP807 - DH-AMZ with width < 1300 
mm

OAP808.02 - Foldable platform DH-AM 
T2 (heavy-duty)

OAP809.1 - Platform with tube-shaped 
leading edge - option

OAP810.0 - Platform with pointy leading 
edge - standard

OAT003 - Kit rubber platform seals - 3 
sides - low

OAT020 - Reflecting platform flags type 
TÜV
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MAIN OPTIONS DH-AM.25

OAT023 - Reflecting platform flags type 
Export Red
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